RU 2700 INSTALLATION INSTRUCTIONS
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RU 2700 CONNECTION TO PHONE LINE:

Connect the desired phone line to the RU RJ11 connector labeled
"PHONE LINE".The RU is connected parallel to the phone line. Usually the last
line of a roll-over group is chosen so that the RU will have the minimum possible
interference with incoming calls (the RU is generally set to answer on 6 rings.
Make sure voice mail does not answer on a fewer number of rings or the RU will
never respond for download).

NOTE: The installer must determine the best way to splice into the phone wire
from the RU.The RU is parallel to the phone line and phone system.

CONNECTION TO POWER AND MUSIC ON-HOLD PORT:
1.) Plug the 12 Vdc Adaptor into a 120 Volt outlet and into the Premier unit.

2.) Turn down the volume by pressing and holding the “"Down Vol” button for
several seconds.

3.) Connect the "600 OHM OUT" connector on the Premier unit to the Music
On-Hold port of the phone system.

NOTE: It you are connecting to a punch down block, connect solid phone
wires to the punch down block and splice these wires to the RCA Cable).

4.) Place a call into the phone system and be placed on hold. Adjust the up and
down volume buttons for proper volume. If insufficient volume is heard, turn
down the volume, change the audio connection from the "600 OHM OUT" to the
"8 OHM OUT" and readjust the volume controls for proper volume.

5.) (Optional) Call dealer for download. Verify successful download and proper
volume to music on-hold port.
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RUF 2700 CONNECTION TO FAX LINE (with fax switch):

1.) The existing fax line must be broken (cut) between the incoming fax line
demarcation point and all down stream phone devices (fax).

2.) Connect the incoming half of the broken fax line to the Phone Line” RJ11
connector on the RU (no other phone device can be on the incoming half of the
fax line!).

3.) Connect the down stream broken half of the fax line from the fax machine to
the "FAX MACH" RJ11 connector on the RUFE.

NOTE: The installer must determine the best way to break (cut) the fax line
and add RJ11 plugs for connection to the Premier unit. The Premier unit is in-
between (in series with) the fax line and the fax machine.

CONNECTION TO POWER AND MUSIC ON-HOLD PORT:
1.) Plug the 12 Vdc Adaptor into a 120 Volt outlet and into the Premier unit.

2.) Turn down the volume by pressing and holding the "Down Vol” button for
several seconds.

3.) Connect the "600 OHM OUT" connector on the Premier unit to the Music
On-Hold port of the phone system.

NOTE: It you are connecting to a punch down block, connect solid phone
wires to the punch down block and splice these wires to the RCA Cable).

4.) Place a call into the phone system and be placed on hold. Adjust the up and
down volume buttons for proper volume. If insufficient volume is heard, turn
down the volume, change the audio connection from the "600 OHM OUT" to the
"8 OHM OUT" and readjust the volume controls for proper volume.

5.) (Optional) Call dealer for download.Verify successful download and proper
volume to music on-hold port.
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